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CONFIGURE WORKSTATION FOR END OF INCREMENT

{RUN IMS}

STATION PARTS:

PCMCIA READER/WRITER (four)
SCSI Hard Drive Assemblies (four)
SCSI HARD DRIVE KIT 1
SCSI HARD DRIVE KIT 2

1. REMOVE HARD DRIVES

LAB1S2_A2 1.1 √DRAWER G2 POWER sw  OFF
√DRAWER G2 POWER Lt   

WS Frt Pnl 1.2 √MAIN PWR sw  OFF
√MAIN POWER Lt   
√28VDC PWR sw  OFF
√28VDC POWER Lt   

LAB1S2_G1 1.3 Unstow: SCSI HARD DRIVE KIT 1
LAB1S2_F2 Unstow: SCSI HARD DRIVE KIT 2

SCSI HARD Remove, then tmpry stow PCMCIA Reader/Writers (four)
  DRIVE KIT 1
  and 2

WS Frt Pnl 1.4 Unlatch door of SCSI/PCMCIA DEVICES bay (two knobs
¼-turn ), open

Remove and stow: SCSI Hard Drives from SLOTs 1, 2, 4,
and 5 into SCSI HARD DRIVE KITs 1 and 2 per Figure 1.
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SCSI Hard Drive Information, Part # SDG46115663-xxx
Last digits of Part # -302 -305 -304 -303 -306

Descent Stowage
Location
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FIGURE 1.  Workstation Checkout Configuration

1.5 Retrieve the 4 PCMCIA Reader/Writers from tmpry stow
and install them into the SCSI/PCMCIA DEVICES bay.

1.6 Close door, latch  (two knobs ¼-turn  )

LAB1S2_G1 1.3 Stow: SCSI HARD DRIVE KIT 1
LAB1S2_F2 Stow: SCSI HARD DRIVE KIT 2


